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UNDERGROUND BALL VALVE

Lo

REDUCED BORE
FREE SHAFT DN25-100

Body: carbon steel
Ball: stainless steel AISI 304, AISI 409
Ball seal: PTFE+C with additional FVMQ sealing
Stem: carbon steel
Stem sealing: EPDM, FVYMQ

Stem top: stainless steel AISI 321
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DN | PN Code d d* D DI H | X1 |X2]| s t L HEX1 | HEX2 | Weight
25 | 40 | HSL2259403 | 18| 33,7 | 48 | 48 {480 | 69 | 42|23 |3,5]1510 19 - 6,8
32 | 40 | HSL2329403 | 24| 424 | 57 | 48 |485| 84 |42 |26 4 | 1510 19 - 8,9
40 | 40 | HSL2409403 |30 | 483 | 60 | 48 |495| 93 |42 |26 | 4 |1510 19 - 9,9
50 | 40 | HSL2509403 {40 | 60,3 | 76 | 48 | 500|113 |42 |29 3,5]|1510 19 - 124
65 | 25 | HSL2659253 |49 | 76,1 | 89 | 48 | 504|130 |42 |29 4 | 1510 19 - 16,6
80 | 25 | HSL2809253 | 63| 88,9 | 114 |57 | 515|160 |48 |3,2| 4 | 1510 19 - 22,2
100 | 25 | HSL21009253 | 751143 133 | 89 | 525|180 |76 |36 | 5 |1510| 27 70 31,6
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UNDERGROUND BALL VALVE
REDUCED BORE
FREE SHAFT DN125-400

Body: carbon steel

Ball: stainless steel AISI 304, AISI 409
Ball seal: PTFE+C with additional FYMQ
sealing

Stem: carbon steel

Stem sealing: EPDM, FVMQ

Stem top: stainless steel AISI 321

Stamless Steel
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DN | PN Code d d* D H | X1 | X2 | s |t L HEX1 | HEX2 | Weight
125 25 | HSL21259253 | 100 | 139,7 | 180 | 545|226 | 76 | 4 | 5 1510 27 70 40,2
150 | 25 | HSL21509253 | 125 | 1683 | 219 | 565|259 | 76 |45| 6 1510 27 70 58,5
200 | 25 | HSL22009253 | 148 | 219,1 | 273 | 585 | 310 | 102 | 45| 8 1510 50 90 100,5
250 | 25 | HSL22509253 | 200 | 273 | 351|613 392|102 | 5 | 8 1510 50 90 1421

300 | 25 | HSL23009253 | 240 | 3239 | 426 | 664 | 485|102 | 63 |10 | 1810 50 90 242,5

350 | 25 | HSL23509253 | 300 | 355,6 | 530 | 664 | 544 | 133 | 63 |10 | 1810 50 90 319,9

400 | 25 | HSL24009253 | 300 | 406 | 530|793 | 655|133 | 7 |10 | 1810 50 90 428,9
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UNDERGROUND BALL VALVE
REDUCED BORE

AIR RELEASE DN15-50

Body: stainless steel AISI321
Ball: stainless steel AISI 304, AISI 409

Ball seal: PTFE+C with additional FYMQ

sealing

Stem: stainless steel AISI321

Stem sealing: EPDM, FVMQ
Stem top: stainless steel AISI 321
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DN | PN Code d d* D H | L1 | L2 s t L HEX1 | HEX2 | Weight
15 | 40 | HSL4159401 | 10 21,3 38 | 58 | 417 | 330 2 3 485 19 19 1,34
20 | 40 | HSL4209401 | 15 26,9 42 | 59 | 415335 2 3 485 19 19 1,48
25 | 40 | HSL4259401 | 18 33,7 48 | 61 | 417|337 | 23 | 35| 485 19 19 2,04
32 | 40 | HSL4329401 | 24 424 57 | 66 | 415|332 | 26 4 483 19 27 2,8
40 | 40 | HSL4409401 | 30 48,3 60 | 69 [ 403 320 | 26 4 487 19 27 3.24
50 | 40 | HSL4509401 | 40 60,3 76 | 77 1396303 ] 29 |35 481 19 27 4,18
65 | 25 HSL4659251 | 48 76,1 89 | 84 | 376 290 | 29 4 471 19 27 6,2
80 | 25 HSL4809251 | 63 889 [114 113|371 264 | 32 4 470 27 50 10,3
100 | 25 | HSL41009251 | 75 | 1143 | 133 | 122|350 | 236 | 3.6 5 470 27 50 144
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UNDERGROUND BALL VALVE
REDUCED BORE
ISO-TOP DN150-500 A

Body: carbon steel

Ball: stainless steel AISI 304, AISI 409

Ball seal: PTFE+C with additional FYMQ sealing
Stem: carbon steel

Stem sealing: EPDM, FYMQ

Stem top: stainless steel AISI 321
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DN | PN Code d |d*| D|D1|D2]| C a R | H|[HI | X1 ]| x| L1]| L |weight

1251 25 | HSL21259253/E | 100 | 140 | 180 | 125 | 102 | 33 4 30 | 545|489 | 226 | 76 | 325 |1510] 39,1

150 | 25 | HSL21509253/E | 125 | 168 | 219 | 125 |1 102 | 33 | 4,5 30 | 565 [ 509 | 259 | 76 | 350 |1510] 55,6
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200 | 25 | HSL22009253/E | 148 | 219 | 273 | 125 | 102 | 33 | 4,5 8 30 | 585|529 | 319 | 76 | 400 |1510| 94,4
250 | 25 | HSL22509253/E | 200 | 273 | 351 | 150 | 125 | 38 5 8 10 | 35 | 613 | 557 | 406 | 76 | 530 [1510| 135

300 | 25 | HSL23009253/E | 259 | 324 | 426 | 210 | 165 | 53,5]| 63 | 10 | 14 | 50 | 664 | 582 | 499 | 89 | 730 [1810| 230

350 | 25 | HSL23509253/E [ 300 | 356 | 530 | 210 | 165 | 64 | 63 | 10 | 18 | 60 | 664 | 586 | 561 | 133 | 760 |1810 ( 304

400 | 25 | HSL24009253/E | 300 | 406 | 530 | 210 | 165 | 64 7 10 | 18 | 60 | 792 | 714 | 673 | 133 | 860 |1810 | 413

500 | 25 | HSL25009253/E | 390 | 508 | 630 | 300 | 254 [ 95 7 10 | 25 | 90 | 824 | 705 | 579 | 180 | 970 |1810 | 562




UNDERGROUND BALL VALVE

Lo

FULL BORE

FREE SHAFT DN25-80

Body: carbon steel
Ball: stainless steel AISI 304, AISI 409
Ball seal: PTFE+C with additional FVMQ sealing
Stem: carbon steel
Stem sealing: EPDM, FVMQ

Stem top: stainless steel AISI 321
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DN | PN Code d d* D [DI1| H | X1 | X2| s t L HEX1 | HEX2 | Weight
25 | 40 | HSL225403 | 24 | 33,7 | 57 |48 | 485 | 96 | 42|23 |3,5]| 1510 19 - 7,8
32 | 40 | HSL232403 | 30 | 424 | 60 | 48 | 495|102 |42 |26| 4 | 1510 19 - 9,0
40 | 40 | HSL240403 | 40 | 483 | 76 | 48 | 500|125 |42 |26| 4 | 1510 19 - 10,5
50 | 40 | HSL250403 | 48 | 60,3 | 89 | 48 |504|152|42|29|35|1510| 19 - 129
65 | 25 | HSL265253 | 63 76 | 114 | 57 | 515|174 |48 | 29| 4 | 1510 19 - 16,7
80 | 25 | HSL280253 | 75 | 889 | 133 |89 |525(197 |76 32| 4 |1510| 27 70 24,1




Lo

UNDERGROUND BALL VALVE
FULL BORE
FREE SHAFT DN100-300

Body: carbon steel

Ball: stainless steel AISI 304, AISI 409
Ball seal: PTFE+C with additional FYMQ
sealing

Stem: carbon steel

Stem sealing: EPDM, FVMQ

Stem top: stainless steel AISI 321

Stamless Steel
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DN | PN Code d d* D H X1 | X2 3 t L HEX1 | HEX2 | Weight
100 | 25 | HSL2100253 | 100 | 114,3 | 180|545 | 258 | 76 | 3,6 | 5 | 1510 27 70 33,8
125 | 25 | HSL2125253 | 125 | 139,7 | 219 | 565 | 307 | 76 4 5 | 1510 27 70 47,5
150 | 25 | HSL2150253 | 148 | 168,3 | 273 | 585 | 309 | 102 | 45 | 6 | 1510 50 a0 72,5
200 | 25 | HSL2200253 | 200 | 219 | 351 | 613 | 402 | 102 5 8 | 1510 50 a0 117,7
250 | 25 | HSL2250253 | 240 | 273 | 426 | 664 | 537 | 102 5 8 | 1510 50 a0 204,6
300 | 25 | HSL2300253 | 300 | 323,9 | 530 | 664 | 558 | 133 | 6,3 | 10 | 1810 50 a0 267,0
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UNDERGROUND BALL VALVE
FULL BORE
ISO-TOP DN100-500 A

Body: carbon steel

Ball: stainless steel AISI 304, AISI 409

Ball seal: PTFE+C with additional FVMQ sealing
Stem: carbon steel

Stem sealing: EPDM, FVYMQ

Stem top: stainless steel AISI 321
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DN | PN Code d d* D D1 D2 C s t a R H H1 | X1 X2 L | Weight
100 | 25 HSL2100253/E 100 | 114 | 180 | 125 | 102 | 33 3,6 5 8 30 | 545 | 489 | 258 | 76 |1510] 35,7
1251 25 HSL2125253/E 125 | 140 | 219 | 125 | 102 | 33 4 5 8 30 | 565 | 509 | 307 | 76 |1510] 479
150 | 25 HSL2150253/E 148 | 168 | 273 | 125 | 102 | 33 4,5 6 8 30 | 585 | 529 | 309 | 76 |1510] 61,1
200 | 25 HSL2200253/E 200 | 219 | 351 | 150 | 125 | 38 5 8 10 35 | 613 | 557 | 402 | 76 [ 1510 111
250 | 25 HSL2250253/E 240 | 273 | 426 | 210 | 165 | 54 5 8 14 50 | 664 | 582 | 537 | 89 |1510] 203

300 | 25 HSL2300253/E 300 | 324 | 530 | 210 | 165 | 64 | 6,3 10 18 60 | 664 | 586 | 558 | 133 | 1810] 262

350 | 25 HSL2350253/E 336 | 356 | 630 | 300 | 254 | 95 6,3 10 25 90 | 824 | 705 | 579 | 180 | 1810 566

400 | 25 HSL2400253/E 386 | 406 | 630 | 300 | 254 | 95 7 10 25 90 | 824 | 705 | 579 | 180 | 1810| 579

500 | 25 HSL2500253/E 500 | 508 | 820 | 300 | 254 | 95 7 12 25 90 | 1000| 881 | 713 | 180 | 1810| 999




‘Technicka inépékcia, a.s.

~Trnavska cesta 56, 821 01 Brm_i&lava, Slovenska republika

CERTIFICATE

no. 1615/5/2022

Technicka indpekeia, a. s., Trnavska cesta 56, 821 01 Bratislava, Slovakia
notified body: 1364,
on the basis of results from assessment of full quality assurance system

notifies, that

LLC "ChelyabinskSpetsGrazhdanStroy"
Yeniseyskaya 47, 454010 Chelyabinsk, RUSSIA

implemented and applies system of full quality assurance (module H)
according to the European Directive 2014/68/EU on pressure equipment
Range of equipment:

Ball Valve - LD Type, DN 25 - 1000, PN 16 - 40, TSmax = 200 °C, TSmn= - 60 °C
made of carbon and stainless steel

" Ball Valve - LD Swift Type, DN 32 - 100, PN 16, TSmax = 150 °C, TSmn= - 60 °C
i made of carbon and stainless steel

1 ly valve — LD type, DN 200 - 1200, PN 16 - 25, TSmax = 200 °C, TSmn= - 60 °C
made of carbon steel
(see Annex to the Certificate for details)

W Audit Report no, 1615/5/2022

W‘% shall inform Technicka indpekcia, a. s. of any intended change of system of full quality
i“"'\"‘ 2 assurance (module H).
14 4
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Certificate is valid until 1% November 2025

RARU.13AGTE_|

CERTIFICATION AGENCY OF QUALITY MANAGEMENT SYSTEMS
“MANAGEMENT AND SERTIFICATION", LLC
454007, RUSSIA, Chelyabinsk city, Lenina Avenue, 2,
building “Vostok™, office number 402
Ne RA.RU.I3HDT6
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CERTIFICATE OF CONFORMITY
Issue 1. QMS is certified from December 2020
Issues to Limited Liability Company

«ChelyabinskSpetzGrazhdanStroy»
454010, Russia, Chelyabinsk, Yeniseyskaya str., 47

The present certificate certifies:

Quality management system in respect to design, development, production and
supply of pipeline fittings and its components

The application is an integral part of the certificate

COMPLIES WITH THE REQUIREMENTS OF
GOST R ISO 9001-2015 (ISO 9001:2015)

Registration Ne POCC RUH®DT76.K00115

Registration date 23.12.2020 Y alidity until 23.12.2023

Head of the certification body

| L.A. Ashihmina
for Quality Management Systems

Audit team leader N.A. Suracva
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LD GROUP
Yeniseyskaya str. 47, 454010, Chelyabinsk, Russia
Phone: +7 (351) 730 4747
e-mail: global@chsgs.ru

chsgs.com
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